
Route MP Str. No. Str. Name Year Built Mat. Des.
Deck 
Area

Classi-
fication

Suff. 
Rating

17  262.85 585 Cordes Jct TI UP                        1961 4 02 10906 FO 79.8
60  110.24 535 Washington St UP Wickn           1937 2 07 2042 FO 69.7
60  110.26 1000 Wick Frontier St UP                    1937 2 07 1928 FO 73.4
60  110.53 161 Hassayampa River WB              1936 3 02 15248 FO 63.3
60  110.53 737 Hassayampa River EB               1962 4 02 30043 SD 60.7
69  296.26 385 Hwy 89 TI Whipple OP               1952 4 02 7780 SD 65.1
87  257.92 456 East Verde River Br                   1955 4 02 7140 FO 62.9
89  313.37 1042 Granite Creek Br SB                  1956 4 02 7680 SD 75.1
89  313.8 1489 Granite Creek Bridge                 1920 1 04 3321 FO 58.0

260  209.88 758 Black Canyon Wash Br              1963 4 02 6550 FO 64.2
260  266.37 695 Thompson Wash Bridge             1962 1 04 1410 FO 60.0
260  276 757 Sharp Creek Br                          1934 1 01 715 FO 57.4

Material Design
Code Description Code Description

1 Concrete 01 Slab
2 Concrete Continuous 02 Stringer/Multibeam or Girders
3 Steel 03 Girder and Floorbeam System
4 Steel Continuous 04 Tee Beam
5 Prestressed Concrete 05 Box Girders - Multiple Precast
6 Prestressed Concrete Continuous 06 Box Girders -Cast-in-Place
7 Timber 07 Frame
8 Masonry 08 Orthotropic
9 Aluminum, W.I. Or C.I. 09 Truss - Deck

10 Truss-Thru and Pony
11 Arch - Deck

FO: Functionally Obsolete 19 Culvert
SD: Structurally Deficient
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